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Assuming an approximately 150 horsepower Within the follow-on preliminary assessment
wood fueled boiler would be installed (capable section of the model, the data used in most cases
of meeting average load of existing kilns while represent and initial “best-guess” with an effort
at approximate 50% of capacity and offering to be somewhat conservative as a starting point,
room for kiln expansion to at least 300 MBF), taking care to not consciously favor the installation
and assuming the wood fueled system would of the wood fueled boiler. The net result of this
represent an incremental investment of about 20-year analysis was still very favorable, reflecting
$200,000, the estimated payback on the wood a significant positive net present value, even
fueled system would be less than three years. assuming a 20% overall cost of capital (discounting
Even assuming the full cost of investment interest rate) in the analysis. This is, of course,
(versus incremental cost) is used as the basis is only a starting point, and the inputs would be

of investment in the analysis, the payback period refined in working with engineering professionals
would be less than five years — and in both cases, and others if the project is taken to the next steps
if kiln capacity were expanded, the payback of design and planning.
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APPENDIX: DISCUSSION OF SAMPLE WOQOD
FUELED BOILER FEASIBILITY ANALYSIS CASE

The following sample case represents an actual
case study analysis conducted in the Lake
States region of the United States. To maintain
confidentiality, the company name and specific
location is not included, and the company-sensitive
circumstances have been slightly altered in the
form of either data inputs or some assumptions
related to costs, sizes and loads. These slight
modifications are sufficient to disguise company
identity and provide confidentiality. However, in
aggregate they are not sufficient to significantly
alter the case study results for any of these
illustrations. The case analysis provides the
sample entries that are used in the standard
model form of the “Wood Fueled Boiler Financial
Feasibility” spreadsheet program.

The case was an analysis conducted for a
secondary forest products manufacturer.

The company has lumber dry kiln capacity of
approximately 200 MBF (multiple kilns, all used

to dry hardwood lumber). This capacity is currently
served by an approximately 200 horsepower
natural gas boiler which can also be fueled by
kerosene. The existing boiler is of an age and in
a condition where it is not desirable as a primary
boiler, but it is suitable as a back-up boiler.
Additional capacity for potential near-future

kiln expansion is desired. Fuel costs for existing
fuels are typical for an industrial customer of that
size in the area. Wood fuel for the wood fueled
boiler would primarily be purchased from local
companies in a well-developed local market with
adequate supply in a green/dry mixture.

An estimated 60 million (net) Btu are required
per day (year-round) on average. The cost per
net million Btu is estimated to be approximately
$8.50 at current natural gas prices with the
existing boiler system at average efficiency.
Assuming a delivered price of $27.50 per green
ton of wood fuel at an average of approximately
35% moisture content (green basis), the fuel cost
for the wood fired boiler is estimated to be less
than approximately $3.50 per net million Btu, or
about 40% of the fuel cost using natural gas.

Assuming the existing natural gas fired boiler is
due to be replaced regardless, and the existing
boiler will be kept as a back-up, by installing a
wood fueled boiler (versus natural gas fueled
boiler), the incremental additional investment

in the wood boiler (in excess of the cost of a

gas boiler of the same size) would be equal to
approximately 50% of the cost of the wood fueled
system. The difference in investment alternatives
is the basis for investment costs to compare the
operational savings which are in excess of
approximately $100,000 per annum at current
loads based on fuel costs only, or about $85,000
per year when some additional operational costs
are also considered (NOTE: Kiln expansion would
increase annual fuel cost savings).
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INTRODUCTION

“Wood Fueled Boiler Financial Feasibility” is a
spreadsheet program designed for easy use on
a personal computer. This program provides a
starting point for interested parties to perform
financial feasibility analysis of a steam boiler
system for space heating or process heat. By
allowing users to input the conditions applicable
to their current or proposed fuel systems, “Wood
Fueled Boiler Financial Feasibility” provides an
opportunity to compare wood or bark fuel as
alternates to the existing fuel.

This program has been designed for use by most
decision-makers seeking basic insight such as
annual savings and potential payback of wood
fuel. More detailed financial feasibility estimates
can also be done on a 20-year period of analysis
for those who have greater technical expertise
and are more knowledgeable in conducting
such analyses.

It is suggested that first-time users read this
manual and carefully examine all explanatory
text in the spreadsheet related to entries,
calculations, and interpretations prior to initial
use of the spreadsheet.

Important Things to Keep

in Mind

This program is for preliminary financial analysis.
More robust models exist for very detailed
analysis of biomass projects that extend beyond
the scope of this program. This program is not
intended to replace technical systems analyses,
planning efforts, or pro-forma financial statements
prepared by engineering, accounting, or other
planning professionals.
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INITIAL
ASSESSMENT

Overview

The spreadsheet is comprised of step-by-step
sections that allow analysis to flow logically —
often building on previous sections. Upon opening
the program at the top of the spreadsheet, the
user will see a brief section of text followed by
the calculation sections. Important notes defining
variable parameters and assumptions are provided
directly in the program. First-time users should
read the explanatory text provided in the program.

Getting Started

For those experienced with spreadsheets, using
the initial assessment section of the program
should be fairly easy with only limited and readily
accessible user-specific information. Users

follow the step-by-step format outlined in the
spreadsheet. The user will need to input estimates
of the fuel costs and average boiler load. The
program will estimate potential variable cost
savings associated with wood fuel. With limited
information, most users can do a “quick and dirty”
analysis, however, the quality of the results is
directly related to the estimates that are used.
Consequently, refined estimates will ultimately

be desired.

Like any spreadsheet, “Wood Fueled Boiler
Financial Feasibility” consists of rows (horizontal
cells across the page) and columns (vertical cells
up and down the page). Users must enter data
where the code “e>" (or “e>>") is shown in
column A. The user enters the data in column C
(or multiple columns). In the initial assessment
section in instances where the user wishes to
ignore a particular fuel — current or alternative —
they can simply leave column C blank.



Sample numbers are already entered in all entry
cells mentioned above. These numbers are
provided for illustrative purposes. In many cases,
these values represent a reasonable estimate for
the value in question (e.g., the estimates of gross
Btu per unit of various fuel types and the typical
associated boiler efficiency). Fuel costs used

in the program examples were reasonable

point estimates in the Lake States region of the
United States when the program was developed,
However, it is likely the user’s fuel costs could be
significantly different. It is up to the user to examine
all data values relative to their circumstances.

In particular, all values for fuel costs should be
examined and changed by the user if necessary.

Fuel Cost Estimations for

Current or Alternate Fuels

The first step in determining the economic
feasibility of replacing your operation’s current
boiler system fuel(s) and replacing it with wood or
bark fuel, is to input data regarding your current
fuel. The first section of the program allows the
user to do this for 11 possible fuel sources. User
inputs are required for fuel costs, Btu’s per unit,
and net boiler efficiency; however, reasonable
estimates are provided. Using these inputs, the
program calculates an estimate of the cost per
net million Btu for the various fuels. Remember
that entries are required for only the existing fuel
(or alternate to wood fuel) that you are using or
consider using in your analysis. For illustrative

purposes only, inputs for all 11 alternate fuels
have been entered in the spreadsheet.

For example, scroll down to the section beginning
with row 75 “To Calculate for Natural Gas.” In this
subsection, use FIGURE 1 (below) for reference.

Note that for each row with “e>” in column A, a
value was required to be entered by the user. In
this case it was reasonably assumed that $.68288
was currently an accurate cost estimate for a
therm of natural gas, and that boiler efficiency
was 80% (by definition a therm is 100,000 Btu;

for other fuels, adjusting entry may be required).
Using the three inputs, a calculation is made by
the spreadsheet and appears in bolded text. In
this case, it was found that the calculated cost
per net million Btu of natural gas was $8.536.

For any current or alternative fuel choices, entries
are made in the same way.

Fuel Cost Estimations Summary
The program displays the calculated cost per net
million Btu for all of the 11 non wood fuels. This
appears in bold text at the bottom of each fuel
analyzed, and again with all fuels displayed
together (beginning at cell B112) at the end of
this first subsection for quick comparison. NOTE:
These calculated fuel values are only meaningful
if the three entries have been considered and
appropriately modified to represent the users’
circumstance.

FIGURE 1
| A B G
15 te calculate For natural gas
76 |&> |What is the cost per therm [or "CCF") for this fusl? User determines > $06EI88
77 |e |What is the assumed MILLIQON grass Biu per therm? i 0000
T8 |e> |What i the assumed nat bailer efficiency in %7 values to input e (] (1%
74 Calculated cost per net MILLION Btu of natural gas |s: | $8.536

e> Signifies needed input

Bold text shows calculated output J
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GLOSSARY

Alternate Fuel

A commercially available resource capable of
providing energy but different from that currently
in use for a given operation.

British Thermal Unit (BTU)

The quantity of heat which is required to increase
the temperature of one pound of water one
degree Fahrenheit.

Heat of Combustion

The quantity of heat that is released when a
measurable amount of a combustible substance
is burned to form incombustible substances.
Examining the differences in heats of combustion
for different fuel sources is a way to explore
which is more economic.

Incremental Investment

The difference in the costs of two systems. For
example, the difference between wood boiler
systems costs and an alternate fuel boilers costs
(e.g., the excess investment cost associated with
the wood fueled system).
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Moisture Content (MC) -

Green Basis

The percentage of the total weight (of wood

plus water in the wood) that is water. This varies
widely depending on the species and if the wood
has dried somewhat after harvest. In general,

a reasonable estimate for many hardwoods is
about 44% to 45% MC on a green basis. Some
dense hardwoods are lower. Alternatively, many
softwoods and low density hardwoods such

as aspen can exceed 50% MC.

Moisture Content (MC) -

Ovendry Basis

The total moisture (water in wood) as a
percentage of the weight of ovendry wood.
Frequently, the ovendry basis MC percent will
exceed 100% (this simply means the water in
green wood weighs more than the dry wood).
The ovendry basis MC varies widely with species,
and also within species (e.qg., if the wood has
dried after harvest, etc.). About 80% ovendry MC
is a reasonable estimate for many hardwoods.
Many softwoods and hardwoods such as aspen
can exceed 100%.

Net Present Value (NPV)

The benefits less the costs of a given item over
time. (A current value assigned to net benefits
and derived using a discount rate.)



FIGURE 7

ANNUAL FUEL

during a one-year cycle, the boiler efficiency, and

R eCIAL SAINMART ANAL YGE 2 g | E E 2 H the annual fuel bill.
2 i onn, s ne enn wes s COSTS ESTIMATION s
bt FULL COST FOR THE ¥LAR IF CURRENT DR ALTERMATE FUEL WAS USID WEED PN §TS% RN M) SR 77 The next section of the spreadsheet is titled For illustration, consider the section beginning
kI ARFITAL TRCAEAST 18 VARIANLE | AIDS COGT WATH WonD SvsTre FIOFS  FULIF AT FENG SIS NIEED “Preliminary Economic Analysis - Initial P y
EET AHHUAL IMCREASE IH OTHER VARLRSLE COET WITH WO D S¥STEM 58 BEOED s HE 4B W §EE0E . ) entries and Ca'cu|ati0ns appear; see FIGURE 2
f OPIMATIONAL CIXET EXVERCE AEENCUTER WITH THE 000 EYETEM (VAR AN BLME RTE . WX ST e Assessment - Estimation of Fuel Costs Per : .
SES  GPERATHIHAL COST SAWIRGS FOR THE W00 SYSTEM [ ALTERRATE FUEL FOR YEAR) £ HY 5% 5% 5% 5 . below). (NOTE: Brown lines and text are not in
SED pxn cikar aenacoied eol ravsnen o cpsraliorl oo csanpel nekpst 1 naTmod b 1] 1] 1] | M) 1] | 5l Year and Companson Of Cun"ent (Or Alterna‘[e)
FGTAL FUEL COST SAVIHGS WITH THE WODD FIRED SYSTEM AHD OTHER REVEMIE) WS MG §ETET K@ BITEE M Fo . » the spreadsheet. They are presented here to
Oy TOTAL NCHERSE 1M FOM FLUEFL WABSARLE CO5 T rERE Wil Woos 575 iE 18,100 40 2 31 mf e R L S Fuel with Wood or Bark Fueled Boiler System e .
5D TOTAL WCRERSE 1M F IKED COST/VEAS WITH WOOS SYSTEM B MO %12 [T MY M highlight the various aspects of data entry and
EEd INTERES] GH LOAS FEET Al RS ndE 0 B0 (see row 128). h I
INCHE&SE 9 RET PROFIT BEFOAE DEFREC. L TAY [SANHGS WITH W00 SYSTEM TR T R T T - T o interpretation).
EEE TOTAL BEFAECIATHIN WCRERSE ASSGCIATED WATH WD S5 TEN 0530 BEXE0 AN BEE Q02§86 ) ) o ]
By CHBNGE [H TATANLE IMCIME ASS0ATED WETH WoOD SYSTIM T T T - B DT TR = - T1: TR T This section will first develop an estimate of .
CER Tax 1AM WITE WMSEN A0Es ETNE DOMe : NOTE: The example shows the calculations made
ra CHEMEE N japeratianal) AFTER TAX FROFIT L055) (A0 0 WOO0 595 TTM EER  MDME RNET . R0ED ST MIKe the average cost (annual basis) for current (or : A :
CHARGE 19 o atioriad) A7 TER TAX NET CASH FLOW WITH WOOE SYSTEM 3111 MII® WA MBS BEEN  BEX o using both ways (if all input data are known or
= e milar na ey oF sgunaenl prniss covh s NOT subjeci in capdal gaen o 1] i 1] 1] 1] | alternate) and the WOOd fuel SyStemS ThIS W|" - -
T mrn Elbai vl s Gy a gl Lo Capetal gadkd 1ae K i 1] 0 1] | ") th . . Wlth an estlmate based on fuel COSt per yeal’).
e CAPITAL GAIME TAX b 0 b P & W en provide a basis to compare the current (or In modt Cabes one ar ihatier TR
=74 CHEMGE IH AFTER TAX RET CASH FLOW WITH WOGD SYSTER B3i12 BEXIE A4 EETIE BEES RSN )
s I | AN PESRCIPAL HEPEYRIERT 306 WEGE  SIEZA RIYAB gE K 120 3 alternate) fueled system to one that uses wood by th !
g B Acddriaral ks privvepel IepayTen B:I L] 4] | 51l 1] [ 1] or bark fOf fuel y € user.
7 CHARGE IR MET ADSETEIN 10 RETAIRED: ERESNG S W1TH WOoD $YSTER 1F] I.'J_.I ! IE’ I-E'l L= ere] ErES LI '
In this section, users provide the following
information for each system: CO M PAR I SO N
Actual spreadsheet shows Years 1 through 20 O F SYSTE M S
* The cost per net million Btu of fuel
« The net daily Btu (in million Btu) required Information developed thus far allows the program
FIGURE 8 for operation a basis to compare the current (or alternate) fuel
_ . _ _ _ . _ _ « The number of days that the boiler is used with the wood or bark fueled system. Entries are
| SLIMMARY OF LOAN INFORMATION rE”': = —— | I\Eﬁ'“” HE;R! = during a one-year cycle required for both systems as follows.
BEG MM FRIFCIFAL DUE NN NS NMED . NN NS MIET
MMM PRINOPAL BEPAYMENT 182 MSHE FIE2M MT4T) §AEH R0 I
ADDITIONAL FRINCIPAL REPAYMENT i ) i W i The cost per net million Btu of fuel has already Alternate (Non Wood or Bark)
r i 10 T 1 iGarm 1= 1aAarr (L H H H HIH
. el D SR = T AR L R o e been estimated. The net daily Btu (in million Btu)

CERERE R E R EREL

CALCIR ATHON OF MET PRESENT WALUE OF AFTER TAX MET CASH FLOW ASSOCIATED WITH WODD0 OR BASE FUFLED STSTEM

required for operation may be known or it can
be estimated if other data is known. This would
include the number of days that the boiler is used

Fueled System
In this section, simply input the requested data
(using the same prompt code as before, “e>").

TEITAL ANCHEMENTALY INITIAL [NVESTMENT INCLUIG WORRING CAPTTAL 115000 These are the values that were obtained previously
o o CF i e T P i, TR iy and provided in bold text.
PRESIRT WALIL OF AT HET CASH FLOW JATHOF WPV A1
1M OF DEFIECIATION (TOTAL FOR YEARS 1.8 4210500 FIGURE 2
BT PRESINT WRLUL OF RESIUAL ASSCT SUILIECT T0 CAPITAL GAIME TAX [Fear 3] Hm
PRESENT WALUE OF IMITIAL WORKING CAPITAL g A B c
i MY OF AT TAT LI it 13 to caleulate for current (or albernate) system If above data are known:

140)e> |What = the cast ger st MILLION Bty of cunrsnt fue? $E.500
141 e |Haw marmy MILLIOM Btu [net) are required par Day? G0.000
142 Caleulated Average Fuel Cost per day of boiler eperation User determines £610.00
143)e> |Assumed # days boier is used per year (for anaksis) isT values to input 365
144 Calculated Average Fuel Cost per Year - current system $166,150
145
145 to calculate for current system if:
47 the MILLION Biu (net) reguired per Day is NOT kmown......
144 BUT the Average Fuel Cost per Year with the current system |5 known
148)e> |What = the average Fuel Cost per Year - current system %186 ,150
ﬁllh Assumed & days boler is used per year (far anaksis) is7 365
151 Calculated Average Fuel Cost per day of boiler aparation m
152)e> |What s the cast per net MILLOMN Btw of currant fuel? £6.500
153 Caleulated number of MILLION Btu (net) required per Day? ] B0.000)

e> Signifies needed input Bold text shows calculated outputs
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FIGURE 6

FIGURE 3

A B L5
160Je> |VWhat is the cast per net MILLION Btu of current fuel? £E.500
|ﬁ1|-:~ Haw gy MILLION Btu (net) are required per Day? |
162 Calculated Average Fuel Cost per day of boiler oparation 5510.00
163|e= |Assumed # days bolar is used paryear (far anaksis) isT 365
154 Caleulated MILLION Btu (net) that are reguired per YEAR 21,500
185 Calculated Average Fuel Cost per Year - current system I $166,150
 Lit]
LLiT) FOR THE WOODIBARK FUELED SYSTEM
pLitt] to caleulate for wood or bark fueled boiler system
189)e> |What i the delverad cost per grean ton for this fuel? 2750
1T0)e= |What = the green basis moisture content far this fuel ag delivered? 35.0%
T Caleulated ovendry basis moisture content for this fuel is: S38%
172|e= |What is the assumed heat of combustion [HH) in Btu per dry pownd of wood or bark? B 250
1713 Caleulated fuel value in Btulk at moisture content for this fusl is: 4,950
iT4 Caleulated as the assumed MILLION gress B per green ton of fuel: 8.600
175)e> |What = the assumed net boder efficiency n %79 B0 0%
iTa Caleulated cost per net MILLION Bru of wood or bark boiler system is: £3.472
iTTe> |What s the estmated additional anmual {non-fusl) operating cost for the wood system? $20,000
1T3)e> |What i the fraction of annual Bty needs to be supalied by the wood systemn %7 05 04
174 Caleulated MILLION Btu (met) te be supplied from the wood system per YEAR [a: 20,805
181 Caleulated MILLION Btu (net) from the wood system per operational day is: 57.00
LE: 3 Caleulated fuel cost per YEAR for the wood or bark boiler system is: 572,240
182 Caleulated annual Btu needs to be supplied by a backup system %7 5.0%
183 Caleulated MILLION Btu (net) supplied from the backup system per YEAR 1,085
|=H|lh Vhat i the cast per net MILLIOMN Btw of fuel for the backup boiler sysiem £B.500
185 Caleulated fuel cost per YEAR for the backup boiler system is: £9, 308
185 Caleulated average TOTAL fuel cost per YEAR for the wood system is: [ SET5T

e> Indicates fields where users are to input requested data. Some of these inputs were calculated in the
previous section and simply need to be carried down by the user.

Wood or Bark Fueled System
Information will be entered in the section beginning
in row 157. Continuing with the example provided
in the spreadsheet, you will see FIGURE 3 (above)
beginning with the information for the current (or
alternate) fuel and followed with entries for the
wood fueled system.

Required entries for the wood fueled system

include

delivered fuel cost, moisture content,

Summary: Average Annual Fuel
Cost Savings with Wood/Bark

Fueled Boiler System

The previous section estimated the average
annual fuel costs of the current (or alternate)
and the wood fueled system. The other primary
thing to consider as a variable cost is the
potential increase in variable cost with a wood
system (e.g., labor for fuel loading). Rows 204

and 206 show the annual savings associated with
the wood system in both ways (fuel cost only and
total variable respectively); see FIGURE 4 (below).

heating values, and information regarding the
back-up boiler system. The final row in the
subsection gives the total fuel cost per year
for the proposed wood system.

FIGURE 4

T B [ 1] -
:F‘HEI.IIIIHAFFI’ ECONOMIC ANALYSIS - IRITIAL ASSESSMENT - ESTIMATION OF AVERAGE ANNUAL FUEL COST SAVINGS
(WITTH WO O BARK FUELED BOILER SYSTEM

2 Calowlated patential annual savings considering fuel cest differences OHLY $904,603

| Caleulated potential NET annual savings considering BOTH fuel and aperaticnal cosis: 84,603
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TR B - i} E 1 F O
il prs [IHPCIATANT  sos nebe aboosd
45 CALOULATED EMTRY
JE| e WILLICS Bitu (] tHad oee regiied par YEAR o 3 =0 =1 500
JT | wme Conl e sl WILLICHN B1e of curmesi (o1 shainels] fusd o 858 k=50
[dE ame Cant per nel WILLICH Biw of woad or ik bader sywtlam n 1347 i3 47
]| a=p Capl par nal BILICH B1e of fusl For the hacksp baler spglem? 8,58 =g |
JEll| @=> Fraction of sneual By nesdy 1o be mppled by the woad spsiem i b 25 o 0%

L1 | w s increans in Todal Payroll Wik s 'Wiend Fueled Spetem Per MILUIOY By Nai L) 51

B2 w>> Inereass in Todal Cibesr Warabla Comie Wieh e Waod Fusbsi Spiem Par BELLION M N B PTE Km
45D @3> Increass v Total Fined Ceais Wiih e Woad Fushed Gystam in Tolal Biaw

oy A0

Capital Investments and
Simplified Estimation of

Depreclation

Where an analysis is conducted as an incremental
analysis, the incremental investment associated
with the wood or bark fueled system should

be used.

Note that the model estimates depreciation

for investments in the different property classes
using the MACRS GDS system with 200% DB and
half-year convention. To do this, the total INITIAL
investment in the different property classes is
simply entered in column C as appropriate.

If any other depreciation method is desired, the
appropriate values for non-depreciable property
and working capital should still be entered, and
any other appropriate depreciation values may be
directly entered in either of the two rows labeled
“Other Depreciation in Year.”

In the capital investment summary, note that all
standard Year #1 investments, including Year #1
working capital, are entered automatically. Total
investments in all other years (if any) must be
manually entered.

SUMMARY

In the section titled “Financial Summary Analysis”
data provided and key variable items calculated
from the data are used. Also, the user enters

data for four additional criterion. Calculations for

Wood Fueled Boiler Financial Feasibility User’s Manual e

criteria listed in bold text appear as yearly
estimates extended out to 20 years. Loan summary
information is also calculated at this point and

is displayed for easy user reference.

The last section of the spreadsheet (illustrated

in Figure 7 and Figure 8 found on page 10), is
“Calculation of Net Present Value of After Tax Net
Cash Flow Associated with Wood or Bark Fueled
System.” In this section, the only user input is the
“Cost of Capital to Use as ‘i’ ” (discount interest
rate) which will be used in the NPV calculation.
The result of the initial assessment section of

the spreadsheet provided a simplistic decision
criteria of payback periods. The result of the
follow-on section provides a much more
sophisticated decision criteria, and includes
parameters of the time value of money in
establishing a cost of capital, and the increased
sophistication of depreciation, taxation, change
of variables over time, etc. In interpreting the
decision criteria results of the net present value,
a positive number would justify the project.
Within payback analysis, a savings with the
wood system could appear attractive but ignore
the cost of capital or time value of money. Within
NPV analysis, the result hinges heavily on the
discount rate. Consequently, a large assumed
cost of capital requires commensurate increase
in savings as an offsetting factor. Within NPV
analysis, a negative number could be achieved

in circumstances that exhibit savings with the
wood fueled system that is insufficient to recover
the investment plus interest.



Continuing from here, other costs of wood fueled
boiler operations are examined. The program is
building on previous calculations and using them
to generate related outputs. For some variables,
the spreadsheet has the user provide estimates
for each year in the 20-year period of analysis.
This permits change over time in variables such
as fuel costs, other variable costs, fixed costs,
and load. The first year (or period) of the analysis
is likely to be a “partial year” as the boiler system
would not likely be in place on day one of the
year. Consequently, the program treats year two
as the first full year.

Summary of Inputs Into Analysis
for Period #2 (First Full Year)

The items in column E under the label “Entry” are
reflecting a relative address of items which are

in column C under the label “Calculated.” If you
change nothing, these “calculated” values will
become the “entry” values for the first full year
(period or year #2) of the following financial
analysis. If adjustments to first full year values
(year #2) are desired, they can be made directly
within the “Entry” area of column E. This structure
with an attached link that may be easily broken

and re-attached, facilitates easy heuristic (“What
if?”) analyses. After an initial run, the analyst may
wish to change some parameters of the economic
analysis without changing the prior calculations.
This breakable link allows that to be done easily
but retains the calculated original value for
comparison and quickly identifies that such
heuristic experimentation is being conducted.
Thus, any or all of the key assumption variables
calculated for use in the analysis may be directly
modified to a desired value (for illustration, see
FIGURE 6 found on page 9).

Period Inputs into

Economic Model

The data under “Entry” in column E will
automatically be reflected as the values for the
first full year (Year #2) in the subsequent entries.

An entry is required in all other cells of each row
in each column, for items in Year #1 and Year #3
thru Year #20 with entry as a percent of the item
value entered for Year #2. The percentage change
entry format convention is used because it is
generally easier. These data will be transformed
to values in the “Key Production Data” section.
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Simplified Interpretation of

the Initial Results

In the event the calculated potential NET annual
savings might be negative (i.e., wood system has
a higher annual cost), or if the savings calculated
for wood is a very small number, then it probably
does not make sense to spend considerable
resources in further analysis at this time.
However, if your circumstances change
significantly, you may wish to investigate this
again at a later date. On the other hand, in

the event the calculated net annual savings
(considering fuel and operational costs) is
significant, then the user will probably wish to
proceed with some simple payback estimates.

SIMPLIFIED PAYBACK
ESTIMATION FOR

A WOOD OR BARK
FUELED BOILER
SYSTEM

Overview

In continuing on to the remaining sections of

the spreadsheet program, the user should be
comfortable with the assumptions and data
inputs required of the previous sections. Also, they
should feel additional calculations are warranted
to examine the financial feasibility of a wood or
bark fueled boiler system in their operations.

The following sections expand earlier analysis,
however, the user is reminded that calculations
still only provide preliminary estimates. If, after
running these calculations, it is found that a
wood fueled boiler system may appear to be
economically attractive, it is then suggested

that the user further explore their options with
experienced professionals instead of solely
relying on this program. In this section, the same
data entry format is used. Where indicated, users
provide the requested information in column C
and view generated output as bold text. As
before, important notes are included directly in
the spreadsheet.

The first step in creating a simplified payback
estimation for a wood or bark fueled boiler system
is to estimate the requirements of such a system.
Examining the horsepower requirements of a
wood system boiler begins this section. Users

are prompted to enter the assumed wood system
boiler horsepower. The value entered should be
greater than the calculated average requirement.
In sizing the wood boiler, the size should be greater
than the average daily load to accommodate
higher than average demand (e.g., winter season
versus summer season load). However, the

boiler size cannot be made so large that the
minimum load is a very small percentage of the
total capacity. Wood fueled boilers do not operate
well at very low loads. This underscores the need
to involve trained professionals in the analysis.

A table in this section beginning at row 218
provides boiler information. For a given boiler
size this table provides approximate installed
cost estimates for wood fueled boilers designed
to burn either green wood/bark fuel, or dry
wood/bark fuel. The table provides rough
estimates that will not precisely match most
wood/bark fueled boiler system costs. Also, it

is important to remember these average costs
will change over time. Consequently, these are
only generalized estimations of what might be
expected as a cost for an installed wood/bark fuel
boiler system including the low pressure steam
boiler, the fuel stoker and combustion device,
flue gas cleaning system, steam piping with water
side auxiliaries, assembly, installation, start-up,
and operator training. As a rule of thumb, for
each 50 horsepower of the boiler system, an area
of approximately 2,000 cubic feet is required for
wood fuel receiving, metering, and storage for

a three-day fuel supply.
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Where a wood or bark fueled system is being
considered as an alternate to another system
which would need to be installed anyway (e.g.,
the existing boiler needs to be replaced and

the choice is between a wood fueled system

or other non wood fueled system), this is an
incremental investment. In this example, the
difference in the annual operational cost (savings)
associated with the wood or bark fuel would be
considered against the difference in the total
investment associated with the two systems
(i.e., the incremental investment in the wood
system). However, if the existing system is in good
condition, has considerable remaining life, and
does not currently require major (costly) repairs
to extend the system life, then the investment in
the wood system is essentially the full cost of
the wood system (less any salvage value, plus
any savings associated with avoided repairs
immediately needed on the existing system). This
is a very simplified explanation of determining
values to be considered in investment, many
professions including business and engineering
have extensive training in this area. The
professional assisting with follow-on analysis
should be well versed in this. Also, when
considering investment alternatives such as
different types of boilers, it is desirable that the
economic lives of the two alternatives be the
same. Otherwise it will be necessary for the
analyst to make appropriate adjustments.

This part of the spreadsheet does a simple
“payback” analysis. Payback analysis is often
used in preliminary analyses for many reasons.
Chief among these — it is simple. Payback
estimates the number of years (periods) that
would be required to recoup the investment.
There are some technical problems associated
with payback analysis (including that it does not
consider the time value of money). Consequently,
payback analysis should not be used as sole
decision criteria. Following the example provided,
the next two entry prompts ask users to enter
the “Estimated Incremental Investment for the

Wood or Bark Boiler System” and “The Maximum
“Payback” Period (in Years) Required to Recover
Incremental Investment.” Desired calculated output,
as always, appears as bold text and numbers.

The first of these results is the payback period (in
years) for the estimated incremental investment
(cell C 271). What this means in this example is
that the incremental investment of $200,000 would
be recovered (without considering time value of
money) in about 2.4 years.

The second of these results is a value for the
estimated maximum incremental investment

that could be justified for the wood or bark boiler
system (value in cell C 275). What this means is
that for the maximum acceptable payback period
as specified by the decision-maker (in this example
seven years) a maximum incremental investment
of about $590,000 could be justified. (If only a
shorter payback period could be accepted, then
the maximum acceptable investment would

be smaller.)

The following two interpretations can be applied
to the generated output:

1. If, according to the decision criteria being used,
the payback period required to recover the
incremental investment is excessively long, then
the operational cost savings associated with a
wood or bark fueled boiler does not likely justify
the investment at this time. Likewise, if according
to the maximum payback period you would be
willing to accept, the maximum incremental
investment is unrealistically low, then the
operational cost savings associated with a
wood or bark fueled boiler does not likely justify
the investment at this time. Assuming as a
result of analysis the wood fueled system is
rejected, if circumstances change (e.g., the
existing system fails, must be replaced, costs
of operation increase significantly, or major
facility renovations are being considered), then
perhaps the analysis of a wood or bark fueled
system should be reconsidered at that time.
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2. If, according to the decision criteria being used,
the payback period required to recover the
incremental investment is short enough, then
the operational cost savings associated with a
wood or bark fueled boiler could likely justify
the required incremental investment at this
time. Similarly, if according to the maximum
payback period you would be willing to accept,
a realistic value for incremental investment is
acceptable, then the operational cost savings
associated with a wood or bark fueled boiler
could justify the required incremental investment
at this time. If this is the case, further analysis
is justified.

Follow-on Preliminary

Assessment

In this section, the spreadsheet program builds
further on previous sections. Here the program
will provide a fairly detailed estimate of operations
for a 20-year analysis period to include the net
present value of the expected change in after tax
net cash flow associated with the wood fueled
boiler. This (the NPV of the ATNCF) is the final
calculation at the end of the spreadsheet. Unlike
the payback method, this does include an interest
cost of capital which considers the time value

of money. This section also includes much more
detailed analysis to consider the effects of loans,
depreciation, taxes and the changes in an array
of key variables over time. Users with a familiarity
of this type of analysis will find this section
straightforward. Those without much experience
will want to pay close attention to the prompts

in the spreadsheet.

For a user continuing on, it is recommended to
scan the spreadsheet for an appreciation of the
information required for the follow-on. On rows
where the code “e>” “e>>" is shown in column
A, an entry is to be made in one or more columns.
In some areas, entries may be required in 20
columns for a single row. This reflects a 20-year
analysis. As before, entry numbers in the rows
are included only for illustrative purposes.

They should not be considered as suitable
estimates for your analysis. (The exception is
where data calculated in your initial assessment
above is shown and clearly labeled as such.)

The user should realize that this section of the
spreadsheet is much more technical than the
initial assessment section, and it requires some
very specific entry assumptions. As a result, many
users comfortable with the initial assessment
section of the spreadsheet may desire expert
assistance to continue with the follow-on

section, or to seek expert assistance in

checking assumptions and overall analysis.

To continue, follow the “e>>" prompts and enter
all the requested data accurately for your company.

The first subsection utilizes employee-related
data inputs as they pertain to existing or alternate
fueled boiler systems. (For illustrative purposes,
the spreadsheet displays what is seen in FIGURE 5
found at the bottom of page 8.)

The second subsection applies to wood or
bark fueled systems and, once completed,
allows for comparisons between systems.
This section proceeds in the same manner
as the previous one by utilizing user inputs to
generate necessary output.

Upon entering the requested data, the user is
presented with a summary section providing
detailed information about each boiler system.
For convenience, results are shown in both
monetary (U.S. dollars) and the percentage
each criterion represents to the total payroll.

With these subsections completed, the program
provides the estimated annual wood or bark
fueled boiler related labor costs for the first full
year of operation. These results appear in bold
text beginning in cell C 374.
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